P R 0O DU C T

Taymor.

EPIC SERIES
LOCKSETS

GRADE

3

AXIA LEVER

SPECIFICATIONS
EASY TO INSTALL WITH A PHILLIPS SCREWDRIVER
FULLY REVERSIBLE LOCK
ALL METAL CONSTRUCTION
4-IN-1 ADJUSTABLE LATCH FOR DRIVE-IN AND SQUARE
MORTISE INSTALLATIONS
FITS STANDARD DOORS
FULL LIP RADIUS CORNER "D" STRIKE
KEYED DIFFERENT (KD)
LIMITED LIFETIME MECHANICAL WARRANTY
1 YEAR FINISH WARRANTY
PACKAGED IN RESEALABLE CLAMSHELL

STRAIGHT LEVER

ARC LEVER
SATIN
NICKEL CASE
15 PACK
FRONT/BACK, ENTRY - KD 35-CV2610CSN 12
BED/BATH, PRIVACY 35-CV2603BSN 12
HALL/CLOSET, PASSAGE 35-CV2605SN 12
SATIN
NICKEL CASE
15 PACK
FRONT/BACK, ENTRY - KD 35-CV4310 12
BED/BATH, PRIVACY 35-CV4303B 12
HALL/CLOSET, PASSAGE 35-CV4305 12
SATIN
NICKEL CASE
15 PACK
FRONT/BACK, ENTRY - KD 35-CV3610C 12
BED/BATH, PRIVACY 35-CV3603B 12
HALL/CLOSET, PASSAGE 35-CV3605 12
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DES PRODUITS

Taymor.

SERIE EPIC
SERRURES

QUALITE

3

SPECIFICATIONS
FACILE A INSTALLER AVEC UN TOURNEVIS PHILLIPS
SERRURE ENTIEREMENT REVERSIBLE
CONSTRUCTION TOUT EN METAL

LOQUET REGLABLE 4-EN-1 POUR LES INSTALLATIONS A ENFONCEMENT

ET A MORTAISE CARREE

S'ADAPTE AUX PORTES STANDARDS

GACHE « D » A COINS ARRONDIS AVEC LANGUETTE PLEINE LARGEUR
CLES IDENTIQUES

GARANTIE A VIE LIMITEE SUR LES COMPOSANTS MECANIQUES
GARANTIE DE 1 AN SUR LA FINITION

EMBALLE EN DOUBLE COQUE REFERMABLE

LEVIER AXIA

LEVIER STRAIGHT

LEVIER ARC
NICKEL .
SATINE QTE LA
15 CAISSE
ENTREE, AVANT/ARRIERE - KD 35-CV2610CSN 12
VERROUILLABLE, CHAMBRE/SALLE DE BAINS 35-CV2603BSN 12
NON VERROUILLABLE, VESTIBULE/PLACARD 35-CV2605SN 12
NICKEL
SATINE QTE LA
15 CAISSE
ENTREE, AVANT/ARRIERE - KD 35-CV4310 12
VERROUILLABLE, CHAMBRE/SALLE DE BAINS 35-CV4303B 12
NON VERROUILLABLE, VESTIBULE/PLACARD 35-CV4305 12
NICKEL ]
SATINE QTE LA
15 CAISSE
ENTREE, AVANT/ARRIERE - KD 35-CV3610C 12
VERROUILLABLE, CHAMBRE/SALLE DE BAINS 35-CV3603B 12
NON VERROUILLABLE, VESTIBULE/PLACARD 35-CV3605 12
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